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Article Overview

The 2-core Fiber Optic Distribution Box (FDB-102A-1) is a compact, IP-55 rated enclosure with SC

connectors and a PLC splitter, suitable for outdoor FTTx deployments.

Overview

The 2-core fiber distribution box is designed to provide a secure and organized environment for fiber optic

cables and splices, supporting up to 2 fibers. It is widely used in telecommunications, broadband, and CATV

networks, particularly for FTTx cabling where it connects fiber optic cables to passive optical splitters or

subscriber lines (mefiberoptic.com) .

Key Features

o Enclosure Type: Compact and rugged, suitable for outdoor installations.

o Protection Rating: IP-55, ensuring resistance to dust and water ingress, making it ideal for harsh

environments (mefiberoptic.com) .

o Connectors: Equipped with 2 SC fiber optic connectors, allowing reliable fiber connections.

o Splitter: Includes a PLC splitter for efficient signal distribution.

o Material: Durable ABS+PC or similar high-impact materials for mechanical protection and long-term

durability (otranscomm.com) .

o Cable Management: Internal routing supports proper fiber bend radius and slack management, reducing

signal loss and protecting splices.

o Installation Options: Can be mounted on walls, poles, or inside cabinets depending on network requirements

(otranscomm.com) .

Applications

o FTTH/FTTB Networks: Acts as a termination point for subscriber connections.

o Outdoor Distribution Nodes: Provides secure housing for fiber splices and splitters in external environments.

o Telecom and Broadband Networks: Ensures reliable optical signal distribution and protection.

Advantages

o Compact Design: Saves space while maintaining full functionality.

o Durable and Weatherproof: IP-55 rating protects against environmental factors.

o Versatile Connectivity: Supports SC connectors and PLC splitters for flexible network configurations.

o Efficient Fiber Management: Simplifies splicing, termination, and cable organization. This 2-core fiber

Page 1/3



Belarusian Fiber Optic Distribution Box 2
Cores 

distribution box is ideal for Belarusian FTTx deployments or similar network setups requiring a small,

reliable, and weather-resistant optical distribution solution.

It integrates fiber splicing, splitting, distribution, storage, and cable connection into one unit,

FDB-102B Fiber Distritbution Box 2/4 Cores IP-55 SC/LC PLC Splitter is a compact and robust enclosure

designed for outdoor use in

Hier sollte eine Beschreibung angezeigt werden, diese Seite l&#228;sst dies jedoch nicht zu.

Fiber distribution boxes for FTTH network termination and distribution. Wall mount, floor mount, and rack

Contact our team to explore customized fiber distribution enclosures that accelerate your FTTH rollout

This is FTTH Box, a 2-core fiber optic distribution box with PC ABS

This is FTTH Box, a 2-core fiber optic distribution box with PC ABS material, CE RoHS FCC certified, ideal

for FTTX networks,

This 2 Port Fiber Optic Distribution Box FDB02E is used for splicing and termination between indoor SC LC

FC fiber optic cable and

Explore reliable FTTH terminal boxes for secure fiber termination and distribution. Wall-mounted design,

robust build, for home and

24Cores IP68 Fiber Optic Distribution Box This box is used as a termination point for the feeder cable to

connect with drop cable in

Bud Industries FBR-11604 2 Core Fiber Optic Distribution Box 6&quot; L x 4&quot; W x 1&quot; D, Gray

Visit the Bud

OTRANS is a leading fiber optic distribution box manufacturer. We offer a wide range of 1-24 core FDB

boxes and ODF cabinets for

2-core fiber optic distribution box (150x120x37mm). Lightweight ABS/PC+ABS housing, wall or aerial

mount. Ideal for B2B FTTH last

CRXCONEC fiber distribution boxes for FTTH cross-connection. 8-288 core capacity, salt spray &amp; crush
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tested, RoHS &amp; REACH

Product Details The 2 Core Fiber Optic Distribution Box serves as a termination point for

The box is equipped with 2 SC fiber optic connectors and a PLC splitter, providing reliable

Web: https://morwarreconst.co.za
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