
Cable tray specification 200 indicates

Article Overview

Cable Tray 200 refers to cable management trays with a width of 200 mm, available in various heights and

materials, designed for organized cable routing and secure installation.

Dimensions and Material

o Width: 200 mm standard for all variants .

o Height: Common heights include 42 mm, 60 mm, and other options depending on the manufacturer .

o Length: Typically 2 meters for standard trays, with some models up to 3 meters .

o Material: Options include powder-coated steel, galvanized steel, and hot-dip galvanized steel for corrosion

resistance .

o Material Thickness: For galvanized trays, thickness is commonly 0.90 mm .

Mounting and Installation

o Vertical and Horizontal Use: Cable Tray 200 can be used for vertical cable management or horizontal

routing .

o Mounting Options: Fixed to upper and lower frames with threaded mounting rails for stepless depth

adjustment . Wall and support brackets (types MWA 12, AW 15, AW G 15) can be bolted for secure

installation .

o Accessories: Cables can be secured using tie-wraps, Velcro, or toolless mount plastic cable rings . Covers

are available for additional protection .

o Connection: Trays can be connected using screws or T-pieces for cross connections .

Fire Resistance and Certifications

o Fire Resistance: Some trays meet E90 fire resistance standards .

o Certifications: CE marking, DIN 4102-12:1998, ISO 14001:2015, ISO 45001:2018 . Certain models also

provide magnetic shielding up to 50 dB with covers .

Additional Features

o Flexible Adjustment: Stepless depth adjustment allows precise placement in frames .

o Durability: Galvanized and hot-dip galvanized options provide long-term corrosion protection .

o Compatibility: Designed to integrate with standard cable management systems and accessories for organized

routing .

Cable Tray 200 systems are suitable for industrial, commercial, and data center applications where organized,
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safe, and flexible cable management is required. They provide a combination of mechanical strength, fire

safety, and ease of installation.

Find out more about Cable tray MFR 200 FT 3000 | 200 | 1.5 | no | Steel | Hot-dip galvanised now! OBO -

your provider for Cable

Cable tray installed in a hazardous location must contain only those cables that are appropriate for this type of

environment as

A generic guideline developed by the Cable Tray Institute indicates that cable trays should not be filled in

excess of 40-50% of the

A. Test cable trays to ensure electrical continuity of bonding and grounding connections, and to demonstrate

compliance with

Cablofil CF150/200EZ 200Mm Cable Tray Mouse over image to zoom, click to enlarge Description: Cablofil

CF150/200EZ 200Mm

Invest in lasting quality with 200mm Cable Trays that are constructed from 4mm thick, corrosion-resistant

steel wire, and 3-meter

Not all cable trays are equivalent. The mechanical and electrical characteristics, tests, certifications, overall

quality management,

INTRODUCTION The B-Line series Cable Tray Manual was produced by our technical staff. We recognize

the need for a complete

Explore standard sizes by tray type, understand width and depth limits, and see how to

Fast installation with dependable support. Everything you need to build a cable management system, including

Cablofil wire mesh

Cable Support Systems are well designed to provide necessary support for cable trays, cable ladders and

trunkings. Cable supports

Technical information CSA and NEMA loading classes The standard classes of cable trays, as related to their

maximum design loads

NEMA VE 1-2017 Specifies requirements for metal cable trays and associated fittings designed for use in
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accordance with the rules

Cable Tray Cable trays are mechanical support systems that provide a rigid structural system for electrical

cables, raceways, and

Product information: - Cable tray 200 x 60 galvanised 2 m length - CE certification - DIN 4102-12:1998, ISO

14001:2015, E90 (fire

This document provides information on selecting cable tray classes and load capacities. It includes tables that

define the standard

Web: https://morwarreconst.co.za
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