
Category 6 Network Unshielded Patch
Panel

Article Overview

Category 6 unshielded patch panels provide reliable interconnection for Gigabit Ethernet networks, supporting

up to 48 RJ45 ports with T568A/B wiring compatibility and ANSI/TIA-568.2-D compliance.

Overview

Category 6 (Cat 6) unshielded patch panels are designed for 10/100/1000 Base-T Gigabit Ethernet applications

and are compatible with standard UTP (Unshielded Twisted Pair) cables. They provide a centralized point for

terminating network cables and organizing connections in a structured cabling system .

Key Features

o Port Configurations: Available in 12, 24, or 48 RJ45 ports, typically in 1U or 2U rack units .

o Termination Type: Rear 110-style IDC (Insulation Displacement Connector) punch-down blocks for fast and

reliable cable termination .

o Wiring Standards: Supports both T568A and T568B wiring schemes, with color-coded labels for easy

identification .

o Performance: Meets ANSI/TIA-568.2-D and ISO/IEC 11801 Class E standards, supporting frequencies up

to 250 MHz, suitable for Gigabit Ethernet .

o Compatibility: Works with solid UTP Cat 6 cables (22-24 AWG) and is suitable for PoE, VoIP, and video

applications .

o Construction: Heavy-duty steel or high-impact polycarbonate housing, often lead-free and RoHS2

compliant, ensuring durability and safety .

o Additional Features: Many models include silk-screened port numbers, paper label holders, cable

management bars, and dust covers for organized and secure installations .

Applications

Cat 6 unshielded patch panels are ideal for:

o Enterprise and data center networks

o Structured cabling systems in offices or commercial buildings

o Supporting Power over Ethernet (PoE) devices

o High-speed data transmission for Gigabit Ethernet and multimedia applications

Installation Considerations
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o Mounts in standard 19-inch racks.

o Ensure proper cable management to maintain performance and reduce crosstalk.

o Use compatible punch-down tools (110 or LSA+) for reliable terminations.

o Verify adherence to wiring standards (T568A/B) to maintain network consistency. Category 6 unshielded

patch panels provide a robust, standards-compliant solution for organizing and managing network

connections, ensuring high-speed performance and long-term reliability .

Choose the best shielded patch panel for your network. Explore how shielded vs unshielded Cat6 patch panels

760162818 | UNP-6A-DM-2U-48 Base Product: CPP-DM-PANELS Available in: North America Unshielded

Each panel has a screen printed labelling field positioned above each port. Each panel consists of a number of

6 way blocks of RJ45

Techlogiks Cat 6 modular patch panel utilizes quad frame modules offered with 8-contact inserts wired to

Insulation Displacement

NEXCONEC Category 6 Printed Circuit Board (PCB) Unshielded Twisted Pair (UTP) patch panels conform

to class E performance.

Compare shielded patch panel and unshielded patch panel designs, learn which fits your network, and get

expert tips

Excel Category 6 Unshielded Patch Panels have been designed to meet or exceed the latest ISO and TIA

requirements for category

It is a more commonly used patch panel suited for most copper network systems. Like Cat6 shielded patch

panel,

The Aginode Essential-6 patch panels are based on 19&quot; frame dimensions and have 24 Category 6 RJ45

Jadaol [UL Listed] 24 Port Patch Panel Rackmount or Wall Mount 19-Inch, 1U Cat 6 Network Panel

Preloaded with 24 Keystone

RJ45 copper patch panel, different from fiber patch panel, is designed for both shielded and unshielded copper

CATEGORY 6 UTP PATCH PANEL BLANK PUNCH DOWN SHUTTERED / UN SHUTTERED Blank

UTP Punch Down patch panel
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Premium-Line Category 6 1U unshielded Patch panel 48port comply with ANSI/TIA-568.2-D, ISO/IEC

11801 and EN 50173-1 Class E

Leviton Cat 6 Flat 110-Style Patch Panels are designed for use on 19-inch standard racks and cabinets.

TRENDnet''s 24-port Cat. 6 Patch Panels are ideal for Ethernet, Fast Ethernet and Copper Gigabit Ethernet

The Unshielded 6 Port CAT6 Patch Panel is ideal for surface mount applications &amp; has rear terminating

to help you organize your
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