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Preview

Fiber optic KVM signal transmission and redundancy design: The device adopts advanced fiber optic KVM
technology, which enables the transmission of various signals (including HDMI, USB-HID, USB 2. 5mm
audio interface, and RS232 serial port signals) through primary. All Rextron KVM Over Fiber Extenders are
mostly applied in high-EMI environments where the EMI-Immune nature of the optic fiber system is
advantageous. These video. ? Up to 550M Transmission Range: Enjoy zero-latency, 4K ultra HD HDMI
signa transmission over a distance of up to 550m (1800ft) using multi-mode optical fiber cable. Perfect for
expansive spaces like large buildings, ensuring clear, high-quality visuals. It can be configured as a transmitter
of al-in-one Visualized & Distributed Fiber KVM and. For computers with dual video heads, extend signals
over single-mode fiber. Dual Monitor DVI Single Mode & Multi Mode (Four Fiber) Fiber KVM Extenders.
Designed for 24/7 critical applications, Matrox Extio 2 Series KVM extenders deliver up to quad 2560x1600
@ 60Hz via uncompressed data transmission, when.

The 4KI1P500F-KVM can transmit 4K ultra HD HDMI signals up to 550m (1800ft) over multi-mode optical
fiber with zero latency. It offers exceptional stability,

Fiber optic KVM signal transmission and redundancy design: The device adopts advanced fiber optic KVM
technology, which enables the transmission of various signals (including HDMI, USB-HID, USB

Fiber Optic KVM Extender, FXA1IMU-M57, consists of a Transmitter and a Receiver unit that allows you to
extend HDMI 2.0 and USB HID signals up to 500 meters

Fiber video transmission not only enables cost-effective and efficient transport of digital data but also allows
for clearer, faster, more efficient communication. Fiber

This advanced device converts HDMI signals into optical signals for transmission through fiber optic cables,
maintaining pristine audio and video quality over extended ranges up to 10 kilometers. The

The Velocity KVM System - 5 has a simple transmitter/receiver design which allows for ease of installation
and straight forward deployment. Depending on the user"sinfrastructure, the transmitter

4K KVM Transmitter (HDMI) is designed with two standalone channels to transmit UHD Video + Audio +
USB-HID + RS232/485 + IR over fiber optic up to 20 km,

VOSCOM - Trusted global fiber extender manufacturer. Specializing in 12G-SDI fiber extender, 3G-SDI fiber
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converter, also support VGA, DVI, HDMI, Video, Audio over fiber optics for 4K broadcast, Pro

The ATEN CE980 USB True 4K DisplayPort/HDMI Optical KVM Extenders ensure transmission of True 4K
video, KVM and control signals over asingle fiber optic cable, extending up to 984ft/300m. The

A fiber KVM extender is a device that uses fiber optic cables to send KVM signals over much greater
distances, up to tens of kilometers. It is designed for long

The 4K HDMI KVM over |IP Extender consists of a Transmitter unit that connects to the computer and a
Receiver unit that provides console access from a separate

With the capability to support up to 16 pairs of transmitter and receiver devices via a single Gigabit Ethernet
switch, thisfiber optic KVM extender offers seamless scalability and

Equipped with the latest Matrox KVM technology, the Extio F2208 extends the bus via a PCle bus interface
card while the fiber-optical connection guarantees

5K DisplayPort KVM over IP, CATx and fiber-optic transmitter Note: Receiver units are purchased separately
o Native DisplayPort signal processing with color depth

Then we installed the HDMI KVM USB Extender Over Fiber system (transmitting unit + receiving unit.
Within hours of calibration, all displays showed perfect pixel-for-pixel reproduction across six

4K HDMI KVM USB HID Matrix over IP Transmitter Set with Audio and EDID via Cat5e/6/7 for 120m and
SFP Fiber Optic for 20km

Web: https://morwarreconst.co.za

Page 2/2




