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Preview

The 100G QSFP28 optical transceiver are designed according to SFF-8665 standard which specifies QSFP+
28 Gb/s 4X Pluggable Transceiver Solution (QSFP28) for 100 Gigabit Ethernet. The module operates at a
wavelength of 1310 nm an utilizes duplex LC connectors for optical interfacing. With a. Cisco (R) QSFP28
100G ZR extends 100GbE coherent links from QSFP28 ports reaching up to 80km over dark fiber and up to
300km over amplified Dense Wave Divison Multiplexing (DWDM) links. Certified and tested on Cisco,
Arista, Juniper, Brocade QSFP28-100G ports for superior performance, quality, and reliability. QSFP28
(Quad Small Form-Factor Pluggable 28) enables 100G transmission by aggregating four paralel 25G
electrical lanes, delivering an optima. The QSFP28-100G modules are our latest generation of 100G
transceiver modules solution based on a QSFP28 form factor.

Explore FS QSFP28 SR4 optical transceiver with low power consumption, perfect compatibility, and reliable

QSA-Q28-S28 Dell Compatible 1x QSFP28 to 4x SFP28 Converter. Explore our portfolio of Dell
compatibles- including datasheet pdf.

Description The 100G-Q28-SR4 optical module is a high-performance, cost-effective optical module designed
for 100G Ethernet

Choose optical modules that support the appropriate speed for your application, such as 1Gbps, 10Gbps,
25Gbps,

Amphenol”s 100G QSFP28 optical modules include SR4, AOC, AOC break out, CWDM4, LR4, ER4 Lite,
ER4 and ZR4 series, which

A complete guide to 100G QSFP28 transceivers covering types, specs, reach, compatibility, and how to
choose the right module for

Buy now, ships today. Q28-511T-C - Transceiver Module 1310nm LC Pluggable, QSFP28 from Amphenol
ProLabs. View datasheets,

Buy now, ships today. PAN-T-Q28-100GBASE-LR4-C - Transceiver Module Networking, General Purpose
100Gbps 1310nm 3.3V LC

The Cisco QSFP28 100G ZR module expands the portfolio of digital coherent optics (DCO) modules to
connect
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The 100GBASE-LR Single Lambda QSFP28 Optical Transceiver Module is designed for use in 100GBASE
Ethernet throughput upto

In this guide, we provide a comprehensive, practical overview of 100G QSFP28 modules, covering their
working principles, module

PAN-T-Q28-100GBASE-LR4 TAA-compliant Palo Alto compatible QSFP28, 100GBASE-LR4 10 km SMF,
DDM. EU stock + lifetime

Gigamon Q28-502T compatible optical transceiver is a parallel 100Gbps Quad Small Form-factor Pluggable
QSFP28 module for use

Explore the ultimate guide to optical modules. Learn types, functions, performance metrics

This guide equips network engineers with everything they need to know about QSFP28 optical transceivers --
from

Buy now, ships today. Q28-503T-BO - Transceiver Module Ethernet 103.125Gbps 1270nm, 1290nm,
1310nm, 1330nm 3.3V LC
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Page 2/2




