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The SFP+ transceivers are high performance, cost effective modules supporting data rate of 10Gbps and 10km

transmission distance with SMF. The transceiver consists of three sections: a DFB laser transmitter, a PIN

photodiode integrated with a trans-impedance preamplifier (TIA) and. gabit Ethernet links up to 10km over a

single-strand Single Mode fiber. This capa ility doubles the capacity of installed legacy single mode fiber

links. They are compliant with SFF-84311and IEEE 02. 3ae 10GBASE_x005F_xFFFE_LR/LW3, and 10G

Fibre Channel 1200-SM-LL-L4. Digital diagnostics functions. COMPLIANT WITH 10G ETHERNET AND

CPRI Amphenol's 10G SFP+ optical modules include SFP+ AOC. 3ae compliant. FS 10GbE SFP+ module

solutions provide a wide variety of 10 Gigabit Ethernet connectivity options for data centers, enterprise wiring

closets, Internet Service Providers (ISPs) applications. Trusted by 260K+. Lasermate Group, Inc.

Huawei SFP-10G-BXD1 02310QBJ 02310QDT 10GBASE-BX SFP+ Transceiver Module This 10G BiDi

SFP+ transceiver supports up to 10km link lengths over OS2 single-mode fiber via an LC simplex

The SFP+ transceivers are high performance, cost effective modules supporting data rate of 10Gbps and 10km

transmission distance with SMF. The transceiver

FS 10GbE SFP+ module solutions provide a wide variety of 10 Gigabit Ethernet connectivity options for data

centers, enterprise wiring closets, Internet Service

Must be used with the two-way SFP optical transceiver module WDM in Gigabit fiber, Intellinet model

508599 or Cisco model GLC-BX40-D Data transfer rate: 1000 Mbps One LC port in 1000Base-BX

The 2.5G-SFP-LX03-SM1310-BIDI-I is aligned to IEEE 2.5GBASE-LX optical specifications and supports a

link length of up to 3 kilometers over a single mode fiber (SMF) with a BIDI LC connector. It adopts

About the StarTech.com HPE J9151E Compatible SFP+ Module - 10GBASE-LR - 10GE Gigabit Ethernet

SFP+ 10GbE Single Mode Fiber Optic Transceiver - 10km The J9151E-ST is a HP J9151E

SFP+ 25G BIDI 40km 1310nm/1550nm Simplex LC DDM Single Mode Single Fiber Optical Transceiver

Module YXFiber Factory Outlet No reviews yet Wuhan Yongxinfeng Science &amp; Technology Co., Ltd.

The standard SFP serial ID provides access to identification information that describes the transceiver''s

capabilities, stan-dard interfaces, manufacturer, and other information.

Actual product appearance and specifications may vary. *Product performance is based on testing in a
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controlled environment. Your results may vary due to several external and environmental factors. For

Hilinktech 10G SFP+ 1550nm 100km SFP EML ZR DDM Dual Fiber module LC SFP Transceiver Features:

1) 10Gb/s serial optical interface compliant to 802.3ae 10GBASE-ZR 2) 1550nm EML CDR

The SFP10GZREMST is a Dell EMC SFP-10G-ZR compatible fiber transceiver module that has been

designed, programmed and tested to work with Dell EMC brand switches and routers. It delivers

Attributes Fiber Optic TransceiversType indoorUse 4 GNetwork 3C-SFP+-SRModel Number 3C-LINKBrand

Name Guangdong, ChinaPlace of Origin Warranty Time:5 years Application:FTTH FTTB

C2g 10G-SFP-ER-A for $229.31 - Ortronics Extreme Sfp+ Module - For Optical Network, Data Networking -

1 X Lc Duplex 10gbase-er Netw 10gsfpera at CompSource.com as of Wednesday May

Fiber Optic SFP Module Brand Name FASO Place of Origin Guangdong, China Warranty Time 1 years Port

1-2 Power - Minimum Receivable Non Frequency Range Non Product name SFP Module Fiber

SFP+ transceiver that supports 10G connections up to 10 km using single-mode fiber with a duplex LC UPC

connector.

Our 10G SFP+ modules are available for both multimode and single-mode fiber, using 850nm VCSEL,

1310nm DFB, or 1550nm EML laser sources. Compatible with industry standards, these transceivers
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