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Preview

The SA0A Protection Relay Test Equipment is a high-performance and compact testing solution designed for
accurate testing of protection relays in substations, power plants, and industrial electrical systems. It is a
portable and economic secondary injection tester, and easy to use. It is a. The SMRT46 is a multipurpose,
light-weight, field portable test set capable of testing a wide variety of electro-mechanical, solid-state and
microprocessor-based protective relays, motor overload relays and similar. 139 Jinghai Third Road, BDA,
Beijing, China. 100176 Tel : +86 (10) 59089666 Fax: +86 (10) 59089999 www. com Voltage generators
Setting range 3-phase ac(L-N) 3x0~300V 1-phase ac(L-L) 1x0~600V dc (L-N) 3x0~300V Power 3-phase
ac(L-N) 3x85VA at 300V. Ponovo - SA40A - Protection Relay Tests (3I) - Universal Test. The relay test system
is easy to use and quick in process with the help of local control and ready test modules.

SAOA Protection Relay Test Set Specifications Voltage generators Setting range 3-phase ac(L-N)
3&#215;0~300V 1-phase ac(L-L) 1&#215;0~600V dc (L-N) 3&#215;0~300V

Our organization is manufacturing, exporting and supplying Protection Relay Test Set S40a to our clients in
Beijing, China. This model relay test equipment is

The Ponovo $40A isaUniversal Test System that can be used as a simple manual three-phase relay test It is
also apowerful Secondary Injection Test Set allowing 40A3 Phase or 600V Single Phase.

Subject to modification SA0A Protection Relay Test Set Specifications PONOVO POWER CO., LTD. No.139
Jinghai Third Road, BDA, Beijing, China. 100176 Tel : +86 (10) 59089666 Fax: +86 (10)

SA0A Protection Relay Test Set S40A is a type of 3-phase protection relay test set, with 3&#215;40A,
3&#215;300V, and alocal control system. It is a portable and economic secondary injection tester, and

Ponovo - SA0A - Universa Test System by Ponovo Power Co., Ltd.. This model relay test equipment is
designed with 3 currents (3*40A) and 3 voltages (3*300V).The relay test systemis easy to use and

S0A is a type of 3-phase protection relay test set, with 3&#215;40A, 3&#215;300V, and a loca control
system. It is a portable and economic secondary injection tester, and easy to use. This 3-phase protection relay

Compact, high-power relay test systems with IEC 61850 protection test capabilities and advanced touch
interface. The SMRT1 and 1B single-phase relay test system are units that combine high compliance

Number 1 Type Potential free relay contacts, software controlled Break capacity ac Vmax: 300Vac /Imax: 1A

Page 1/2



Singapore S40A Relay Protection Tester

SOLAR ¢ro.
/Pmax: 125V A Break capacity dc Vmax: 300V dc /Imax:1A /Pmax: 60W. Power supply.

The S40A Protection Relay Test Equipment is a high-performance and compact testing solution designed for
accurate testing of protection relays in substations, power plants, and industrial

The Ponovo $40A is a Universal Test System that can be used as a G59 and other simpler relay testing
functions such as a Secondary Injection Test Set.

SA0A is atype of 3-phase protection relay test kit, with 3&#215;40A, 3&#215;300V, and also alocal control
system. It is a portable and economic secondary injection tester,

This model relay test equipment is designed with 3 currents (3*40A) and 3 voltages (3*300V).The relay test
system is easy to use and quick in process with the help of local control and ready test modules.

1.1 General System S40A is a type of relay tester controlled by SCM. It is portable, and easy to use. This
tester can apply to the tests not only on operating value and operating time of AC/DC relays, but also

This powerful test system is designed for primary injection testing of protective relay equipment and circuit
breakers. Thisitem is not available for online purchase.

The document describes the SA0A Protection Relay Test Set. It has 3x40A 3x300V current and voltage
outputs and can test various protection relay functions listed

Web: https://morwarreconst.co.za
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